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Ball Valves Ball Valves
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B111S

MINI BALL VALVE M/F
IS MINI BkiE

B101S
MINI BALL VALVE F/F
9% MINI Bkidg

FEATURES:

M 1000PSI/PN63

M Reduce Port

I Investment Casting

[ Blow-out Proof Stem

% Sanitary Design

W PED97/23/EC(C€0035) Approved
[ Casting Approved AD2000-W0

M Thread:ASME B1.20.1 BS21.DIN2999/259,

180228-1,J1S B 0203, ISO7/1
I Inspection Testing:APIS98,EN 12266

w
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DIMENSION TABLE

9 BALL SEAT(B)

RPTFE

FEATURES:

0 1000PSI/PN63

I Reduce Port

I Investment Casting

¥ Blow-out Proof Stem

W Sanitary Design

¥ PED97/23/EC(C€0035) Approved

W Casting Approved AD2000-W0

W Thread:ASME B1.20.1 BS21.DIN2999/259,
150228-1, JIS B 0203, ISO7/1

I Inspection Testing: APIS98, EN12266

BALL SEAT(B)

o2
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B121S

MINI BALL VALV
XN MINI BkifE

FEATURES:

1 1000PSI/PN63

" Reduce Port

W Investment Casting

7 Blow-out Proof Stem

1 Sanitary Design

W PED97/23/EC(C€0035) Approved

M Casting Approved AD2000-W0

® Thread:ASME B1.20.1 BS21.DIN2999/259,
1S0228-1, J1S B 0203, 1SO7/1

W Inspection Testing: API598 EN 12266
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E M/F

e A | s
D 7 7
H 26.5
W 228
I 50 50

ITEM DESIGNATION
1 O-RING
2 STEM
3 BOLT
4 LEVER
5 BODY
6 CAP
7 BALL SEAT(A)
8 'BALL
9 BALL SEAT(B)

B101

1PC BALL VALV
1PC Bki®

FEATURES:

W 1000PSI/PN63

W Reduce Port

W Investment Casting

1 Blow-out Proof Stem

# Locking Device Handle(Option)

(8101B)

W PED97/23/EC(CE0035) Approved

L ITEMSVZE 1140 3/8" /20|34 1 [LisarLzey| 20 [21/27) 3"
W Casting Approved AD2000-W0
W Thread:ASME BI1.20.1 BS21.DIN2999/259, D | 2| 292115 15].20 | 28
180228-1,J1S B 0203,1S07/1 H | 35 44|51 57
W Inspection Testing: APIS98,EN12266 93 113|141 (141
| 44| 5 69| 77 | 81 |97

MATERIAL LIST

ITEM DESIGNATION MATERIAL
W 1 PLASTIC COVER PLASTIC
3 1 | 2 HANDLE _SUS304
> | 3 LOCKING SUS304
2 5 4 STEM NUT _SUS304
5 SPRING WASHER SUS304
= 6 STEM SUS304
7 PACK RING SUS304
3 'STEM PACKING PTEE
9 THRUST WASHER PTFE
10 CAP CF8/CF8M
11 CF$/CF8M
12 RPTFE
13 CF8/ CF8M
14 RPTFE
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B201

2PC REDUCE B

2PC 4giZkiE

FEATURES:

W 1000PSI/PNG3

W Reduce Port

I Investment Casting

I Blow-out Proof Stem

W PED97/23/EC(C€ 0035) Approved
I Casting Approved AD2000-W0

I Inspection Testing: API598 EN12266

>

]
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1] 3
| 3 | stemnur | sussos |
l | | '

STEM SUS304

CF8/CF8M.

B211
2PC LIGHT DUTY
2PC BTk

FEATURES:

5 1000PSI/PN63

& Full Port

I Investment Casting

% Blow-out Proof Stem

 Locking Device Handle(Option)

W PED97/23/EC(C€ 0035) Approved

& Casting Approved AD2000-W0

M Thread:ASME B1.20.1 BS21.DIN2999/259,150228-1,
JIS B 0203,1S07/1

© Inspection Testing:API598, EN12266

BA

DIMENSION TABLE
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M Thread:ASME B1.20.1 BS21.DIN2999/259,

I Inspection Testing:API1598, EN12266
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00| |
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600 %‘\ \
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ps 5

B221

FEATURES:

= 1000PSI/PN63

I Full Port

I Investment Casting
[ Blow-out Proof Stem

M Locking Device Handle(Option)
W PED97/23/EC(C€0035) Approved
¥ Casting Approved AD2000-W0

150228-1,JIS B 0203,1507/1

TENPERNTURE (*F)
6 -8 % B

a0

260

W
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I 07
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TENPERATURE("C)

400

2PC BALL VALVE
2PC E1EIXIE

PRESSURE (BAR)

Beyond Fluid

LAND NUT

| ouanonur | sussos |
|

TEM SEAL
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[ o | car |
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| 7 | semsea | H

CF8/CF8M

PRESSURE {PS1)

B231

FEATURES:

W 1000PSI/PN63

& Full Port

W Investment Casting
W Blow-out Proof Stem

2PC BALL VALVE D
2PC K2 DIN3202-M3 Bk

W Locking Device Handle(Option)

W PED97/23/EC( (€0035) Approved

W Casting Approved AD-WO /TRD100

M Length Conform To DIN3202/4-M3
B Thread:ASME B1.20.1 BS21. DIN2999/259

180228-1,JIS B 0203, 1807/1

@ Inspection Testing: API598, EN12266
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DIMENSION TABLE
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PRESSURE {PSI)

B241

FEATURES:

1 1000PSI/PN63

I Full Port

I Investment Casting
I Blow-out Proof Stem

1 Locking Device Handle(Option)

1 PED97/23/EC(C€ 0035) Approved

I Casting Approved AD2000-W0

W Thread:ASME B1.20.1 BS21.DIN2999/259,
1S0228-1, JIS B 0203,ISO7/1

1 Inspection Testing:APIS98,EN12266
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Beyond Fluid

INATION

PLASTIC COVER

B251

2PC BALL VALVE-20
2PC 2000WOG Bkif

o
o
T
@

M Investment Castings For Body And Cap

¥ Internal Entry Blow-Out Proof Stem

[ Pressure Rating: 2000PSI (PN125)

@ Threaded Ends: ANSI B2.1,BS 21,DIN 259/2999
= Material: CF8M,CF8,CF3M,WCB

® Pressure Test : API 598

o OEHE T F R (EE)

o EA%%: 2000PS| (PN125)

= MREARAE: ANSI B2.1,8S 21,DIN 259/2999
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B201M
2PC BALL VALVE Wi
2PC Bzhi=atkiE

TH

FEATURES:

2 1000PSI/PN63

& Full Port

[ Investment Casting

¥ 1SO5211 Mounting Pad

% Blow-out Proof Stem

I Locking Device Handle

[ Fire Safe:AP1607

I Anti-Static Devices

% PED97/23/EC(C€ 0035) Approved

[ Casting Approved AD2000-WO0

8 Thread: ASME B1.20.1 BS21.DIN2999/259,
180228-1,11S B 0203,1S07/1

I Inspection Testing: APIS98, EN12266
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B301
3PC THREAD B
3PC EEBKE

FEATURES:

I 1000PSI/PN63

& Full Port

& Investment Casting

 Blow-out Proof Stem

M Locking Device Handle(Option)

M PED97/23/EC(C€0035) Approved

M Casting Approved AD2000-W0

I Thread: ASME B1.20.1 BS21.DIN2999/259,
1S0228-1, JIS B 0203,1S07/1

W Inspection Testing: API598, EN12266

TEMPERATURE (*F)
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B302

3PC XJ 12Tk

FEATURES:

I 1000PSI/PN63

W Full Port
 Investment Casting
W Blow-out Proof Stem

M Locking Device Handle(Option)

3PC BUTT W

1 PED97/23/EC(C€ 0035) Approved

W Casting Approved AD2000-W0

I Butt Weld:ASME B16.25(Sch40)

W Inspection Testing: APIS98, EN12266

PRESSURE (3R}

EL

w)

L)
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(B312)

HANDLE SLEEVE PLASTIC

I

e :
o [ srvowasie | svaa |
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o [ oo | e |

B I 7 e .

DIMENSION TABLE i

B303

3PC SOCKET WELD

3PC f@IFEKIE

FEATURES:

1 1000PSI/PN63

& Full Port

I Investment Casting
W Blow-out Proof Stem

¥ Locking Device Handle(Option)
W PED97/23/EC(C€ 0035) Approved
W Casting Approved AD2000-W0

M Socket Weld:ASME B16.11

Winspection Testing:API1598, En12266
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-4§ -18 3 93 149

04

260

1200

1160 -
17T

1000

00| \\ 8
W EEw \\= %
= 0 =N\ P 4z
T Z\\ 2 g
Z 300 AN B 2
£ A\ n E

A\
300 21
eon A\ y

w| . \\

-0 0 100 200 400
TENPERATURE {°C)

@&
&
.
= | 2
s 2
A
— i

400

ELD B

AL

14 I

Beyond Fluid



B301M

3PC BALL VALVE WITH
3PC B3tk

FEATURES:

I 1000PSI/PNG3

& Full Port

I Investment Casting

[ Blow-out Proof Stem

1805211 Mounting Pad

I Locking Device Handle

[ PED97/23/EC(C€ 0035) Approved

& Casting Approved AD2000-W0

I Thread:ASME B1.20.1 BS21.DIN2999/259, 1SO228-1,
JIS B 0203,1S07/1

I Inspection Testing: AP1598, EN12266

TENPERATURE (*F)
T
1200 8
oo [ n
1060 n
900 . 8
) o - 56
z ™ = 2 "z
g 600 1 ?\\ 1 4 ;g:
2 50 %z
£ 00 [— - \\ - u £
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DESIGNATION

PLASTIC COVER

HANDLE

BOLT

s
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STEM NUT

PACKING RING

THRUST WASHER

STEM PACKING

e oo [ [on [ 2| o] -

BODY SEAL

CAP

BOLT

THRUST WASHER

NUT

BODY.

BALL

STEM SEAL

STEM
GLAND RING

B404A

2PC FLANGED BALL VA

2PC SRk ZIKiE

FEATURES:

M ANSICLASS 150

& Full Port

W Investment Casting

1 Blow-out Proof Stem

W 1805211 Mounting Pad

W PEDY97/23/EC(C€0035) Approved
W Casting Approved AD2000-W0
M Design:ASME B16.34

" End Flange:ASME B16.5

W Inspection Testing: APIS98

ANSI)

Hlk[T]|e|n[m|e

s05| 59| 1| 24|15 |ios

20 |osfun| 2| a|s|ng

05[10s{ 12| 2| 4 [1s]izr

80 [w7| 3] 2| 4| 15140

oss| 12715 2 | 4 |15 [1es

92 [i205] 152f 16| 2 | 4 19 [138

1395/ 1780 18 | 2 | 4 | 19 ]190

| 22 | e | 325 [ 102 127 fisas| 1ol 1o | 2 | 4 [ 19203
12 | 186|325 102 lSTlIBU.SlZH 24| 2| 8)|19]|220

MATERIAL LIST

all
13

DESIGNATION MATERIAL
1 BODY CF8/CF8M
2 BALL 'CFS/CFSM.
3 BALL SEAT RPTFE
4 'BODY SEAL PTFE
5 BOLT SUS304
6 CAP CF8/CF8M
7 STEM SEAL PTFE
8 | STEM PACKING PTFE
9 GLAND CF8
10 'STOPPER SUS304
1 HANDLE CF8
2 SNAPRING SUS304.
13 STEM 5US304
14 BOLT SUS304

16
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B404J B404D

2PC FLANGED BALL VALVE(JIS)
2PC BfRE=IXIA

2PC FLANGED BALL VALVE(D
2PC fBtRiA=1RiE

FEATURES:
EJIS 10K ¢ \
[ Full Port \ |
2 Investment Casting

% Blow-out Proof Stem
0 1805211 Mounting Pad

[ PED97/23/EC( C€0035) Approved
[ Casting Approved AD2000-W0

FEATURES:

W DIN PN10-40

W Full Port

M Investment Casting
1 Blow-out Proof Stem

M 1805211 Mounting Pad DIMENSION TABLE
W PED97/23/EC(C€0035) Approved

[ Casting Approved AD2000-W0 T g :
H . i PN10 PNIG PN25-PN40
& Design:JIS B2002 ¥ Design:DIN3357, En12516 \ |a|B|p|E|ec SRR R r:c -5
¥ End Flange:JIS B2238 ¥ End Flange:DIN2501, PN10-40 s

I Inspection Testing:JIS B2003, API1598

12" (A5 00| 73[130[015) 45| 65 |95 14| 2 [ 14| 4 |45|65[95(14] 2 |14] 4
34r | 20| 11 76 |130]120] 58| 75 |05
160125

W Face to Face:DIN3202-F4
W Inspection Testing: DIN3230/3, EN12266

6 2 [ 14] 4 [ s8] 7 frosf 16| 2 [ 14] 4

2 144 |68 ss|ns|:s 2[14) 4
o] o] 7 o] ac] s [ 2 | [ [onrac] 15 2 s o

1zt | 38017 II92KIDEHU|€8

:I IIH{UDJ 18] 3018
i 12 o 1 it 2 |s0]n 5 18]
1 E 3 2127 | 65
- \ — L. & = . EREGE >[5 [ o] [18] &
e ] | :1 4 |94 3 |s| xllﬁzlwn|‘als|1a 3 12| 8
g et ro = 10
: i, i =i | matemiALLST |
il " A 2 —
=G | | — -
—:‘_/ 7 8 _ — - : — - _3/ 1 2l ITEM DESIGNATION MATERIAL
% =1 ITEM |  DESIGNATION MATERIAL | | It o = 7 o AT A
I Vg 1 ! 1 BODY SCSI3A/SCS14A & / < 5 AL 308 4403
; g a0 BALL g csi4A | / as — Ysu I ] B BALLSEAT RPTFE
3 BALL SEAT k £ EAL TEE
/ C 4 'BODY SEAL | b 7 L 5 SUS304
4 ) 3 f 6 | i 408
ik 6 SCSI3A/SCSI4A | / 7 STEM SEAL
o 7 _ ' : 5 | steMpackinG R
8 9 GLAND
9 0 'STOPPER
10 11 HANDLE
T 12| sNAPRNG | sussod
1)2\‘ . 13 STEM SUS304
= " BOLT SUS301.
4
I 7 18 [
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B304D B404MA

3PC FLANGED BA
3PC IA=1kIE

2PC FLANGED BALL VALVE WITH DIRECT
2PC B EF=IRAZIKIE

FEATURES:
) M ANSICLASS 150
FEATURES: u Pl o
g @ Investment Casting
& Full Port

 Blow-out Proof Stem

M I1SO5211 Mounting Pad

W PED97/23/EC(C€ 0035) Approved
I Casting Approved AD2000-W0

M Design:ASME B16.34

™ End Flange:ASME B16.5

W Investment Casting

& Blow-out Proof Stem

W PED97/23/EC(C€0035) Approved
[ Casting Approved AD2000-W0

M Design:DIN3357,EN12516

M End Flange:DIN2501, PN10-40 SIZE| yjor 3| 10 | niae| 10| . ;
& :  Inspection Testing: API598
M Face to Face:DIN3202-F1 D 15|20 | 25| 32|38
W Inspection Testing:DIN3230/3, EN12266 i |Rs! | SIZE[ 12" : AT
¥
2 n @ @B 14 15 16
8.9 18/8-422) J 19
= 8 -
53 76 | 4.5 5 I
5 0310 o \ 17 \ 18 = TR ST I
w 117|120 148 | 148 263 | 293 =] ]9 . H g5 | 95 | 108 | 114 [ 124
54 | 100| 1c B W[ 1a0 | 140 | 160 | Te0 | Ts5 | 185 |
L |7 2 00 (105 6 )] S = K [Mizx L8[ | S e 5|Mig 5| MiBx 15
= @ o Y S T S
= 4 Al | 3| 3 3 | 38 ’2
MATERIAL LIST : I I B [
) = Bl | 36| 36 | 42 [ 42 50
3 = _ellElslsl ) 2 O O B
ITEM |  DESIGNATION MATERIAL D i1 sl
s . \ MATERIAL LIST
1 PLASTIC i A |
2 5304 TTEM DESIGNATION
: L BODY CF8/CFEM
3 CAP. TCFS/CESM.
: . BALL CF8/CFSM
____________ 4 'STEM NUT BALLSEAT TR
— STEM SUS304
TR 5 THRUST WASHER STEMPACKING. "
() ey, S O-RING
B —rrh | § STEM RG]
= / \ ¥ 7 STEM PACKING 10| BELIEVILLE WASHEE | SUSS01
\am 72 b i LS TEMiYASHER -mms[;‘lgasum -Sussg
[EEA 1 B-401 9 CAP WASHER
L ] = STOPBOLT
'SEAT NUT
10 SEAT WASHIR
11 BOLT HANDLE
= ¥ PLASTIC COVER '
2 BALL LOCKING SUS304
2 20 TBODY GASKET, _PIFE
13 BODY 2 NUT SUS304
7 T DN125~DNI50 = OLT, K :
1'42 NUT _23 TK!ANGLF:STOFPEI.% =
15 THRUST WASHER 3: %
Ll “HANDLE_ 3
27 PLASTIC COVER PLASTIC

I o 20
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B404MJ

2PC FLANGED BALL VALVE WITH
2PC S HNEZEKR

DIRECT

B404MD

FEATURES:

WIS 10K FEATURES:
I Full Port 1 DIN PN10-40
[ Investment Casting & Full Port

M Blow-out Proof Stem

1 1S0O5211 Mounting Pad

1 PED97/23/EC( C€0035) Approved

1 Casting Approved AD2000-W0

™ Design:JIS B2002

¥ End Flange:JIS B2238

W Inspection Testing:J1S B2003,API598

I Investment Casting

© Blow-out Proof Stem

W IS05211 Mounting Pad

W PED97/23/EC(CE 0035) Approved

H Casting Approved AD2000-W0

™ Design:DIN3357,EN12516

© End Flange:DIN2543~2545, PN10-40

2PC FLANGED BALL VALVE WITH
2PC S EaEIRE=IKIE

DIRECT M

[ Face to Face:DIN3202-F4(DN15-DN100) S17E [DN15]DN20] DN25[ D32 DN40[DN30 DN 65| DN80] DN InO]DN12S] D S0)

DIN3202-F5(DN125-DN150) S a2 [ ; ;

M Inspection Testing:DIN3230/3, EN12266 b e S

iy W L [_D_r_ly_s lezun 105 |:o I _{;n_i

h @ @ 6 6 = -

D ORB © 6 6
79 N

/E 7

7 B =
= G =1 707
= % T | '/// 102 102
(/[4'5.\\\\\-!!:\?\\" %llfl ez}
— =]
S =1
7 TTEM DESIGNATION MATERIAL —
. S 1 BODY SSCIIA/SSCL4A IT:EM DESI;]:DA‘FION Ibr ;\::‘f.:{:h‘ln-k
1 Z LCAR LSS 2 c TS
sl 3 - ?‘All.Ly SSCI3A/SSCI4A 3 .Hfl_ 1.4408/] 4308
] | q “BALLSEAT RFTFE ] BALL SEAT RPTFE
- s STEM SUSi0g STEM SUS304
= L T 3 STEM PACKING PIFE STEM PACKING. PIFE
= L 7 O-RING NBR O-RING NBR
I 3 AT T VZRING PACKING FIEE
9 GLAND SUS304 SLAND - SUSJ.N
Y - - 10| BELIEVILLE WASHER | SUS301
10| BELIEVILLE WASHER. SUS300 g m ST hIST00
1 NuT_ o SUsit e 12 THRUST WASHER SUS304
iz THRUSTWASHER_ SUsa | 3 WASHER SUS304
13 WASHER SUS3I04 14 STOP BOLT SUS304
0 STOFBOLT SUSI0 5 NUT SUS304
15 NUT SUS3I4 65 WASHER SUS304
7 HANDLE SUS304
19 CRASHERS SysatAE 5 PUASTIC COVER__ | PLASTIC
17 HARDLE: SUSIUE 9 LOCKING SUS304
18 | PLASTIC COVER PLASEIGE ) 20 BODY GASKET PTFE.
[0 LOCKING SUS304 21 NUT SUS304
20 BODY GASKET PIFE_ 23 | Bour | susim
] T SUSIDE 23 TRIANGLE STOPPER SUS304
= e - 23 HANDIEADAPTER SUS304
22 LIRS SUSIvY ] DNI125~DN150 35 SETSCREWED SUS304
26 “HANDEE. SUS304
Fij PLASTIC COVER PLASTIC

I 1 22
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Y601

Y-STRAINER
Y BUidiEss

BS01M

[HREE-WAY BALL VALVE WITH DIRECT M
SFEE=EBkIE

FEATURES:

1 1000PS1/PN63

I Reduce Port

I Investment Casting

W Blow-out Proof Stem

1 1S0O5211 Mounting Pad

W PED97/23/EC(C€0035) Approved

I Casting Approved AD2000-W0

& LorTPort Option

I 4 Seats For Rigid Ball Supporting

W Thread:ASME B1.20.1 BS21.DIN2999/259,
1S0228-1,JIS B 0203, ISO7/1

1 Inspection Testing: API598, EN12266

FEATURES:

I 800PSI(PN40)

[ Investment Casting

B PED97/23/EC(C€0035) Approved

[@ Casting Approved AD2000-W0

W Thread:ASME B1.20.1 BS21.DIN2999/259 ,
150228-1, 118 B 0203,1S07/1

[ Inspection Testing: API598, EN12266

MATERIAL LIST

ITEM | DESIGNATION |  MATERIAL
1 BODY CF8/CF&M
o T
==}
) DISCHARGEPLUG CF8/CF8M
. 24 I
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B261

BIiBCOCK VALVE
IK Bk R

FLOATING B
I

FEATURES: FEATURES:

[ 200PSI/PN16 = 200PS1/PN16

W PED97/23/EC(C€0035) Approved

[ Casting Approved AD2000-W0

W Thread:ASME B1.20.1 BS21.DIN2999/259,
180228-1,JIS B 0203,1807/1

[ Inspection Testing: API598,EN12266

M PED97/23/EC(C€ 0035) Approved
[ Casting Approved AD2000-W0

CFBI CF8M

I 25
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G801

GLOBE VALVE
LR -1 BY

FEATURES:

W 200PSI/PN16

10 Investment Casting

W PED97/23/EC(C€0035) Approved
M Casting Approved AD2000-W0

W Thread:ASME B1.20.1 BS21.DIN2999/259,

150228-1, JIS B 0203,1SO7/1

FEATURES:

M 200PSI/PN16

M Investment Casting

W PED97/23/EC( C€0035) Approved
@ Casting Approved AD2000-W0

& Thread:ASME B1.20.1 BS21.DIN2999/259,

180228-1, JIS B 0203,1S07/1

DIMENSION TABLE

I Inspection Testing: APIS98,EN12266 [ Inspection Testing: APIS98,EN12266

_ BODY CF8/CF8M

H(Ref)

1
PACKING PTFE
HANDWHEEL ALUMINUM ALLOY

n

T ———

*
T |

25
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C401

SWING LHI:C K VALVE
/=0 LE

FEATURES:

M 200PSI/PNL6

W Investment Casting

I Precise Grinding

1 PED97/23/EC(C€ 0035) Approved

I Casting Approved AD2000-W0

I Thread:ASME B1.20.1 BS21.DIN2999/259,
180228-1, J1S B 0203,1S07/1

1 Inspection Testing: APIS98,EN12266

5 b
\,\ ¥
0

= mile =

I 2o
Beyond Fluid

105 [20 !40 156 188’

MATERIAL LIST

- PLUG GASKET PTFE )

FEATURES:

@ B0OPSI/PN40

I Investment Casting

¥ PED97/23/EC(C€ 0035) Approved
I Casting Approved AD2000-W0

M Thread:ASME B1.20.1 BS21.DIN2999/259,

180228-1,J1S B 0203,1S07/1
I Inspection Testing:API598, EN 12266

DIMENSION TABLE

MATERIAL LIST

@ @ @ @
— 7
S
\\' -
\\ N S
N -
-
'
N
N
af—jq!\
L

7 GASKET PTFE

30 I
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C101

1PC-SPRING VERTICAL CHECK
1PC 382& 75 1F O]/

C201
2PC-SPRING VERTICA
2PC &7 7( 1k [E]/E

ﬂ

FEATURES:

T 800PSI/PN40

¥ Investment Casting

11 Sanitary Design

1 PED97/23/EC(C€ 0035) Approved

I Casting Approved AD2000-W0

I Thread:ASME B1.20.1 BS21.DIN2999/259,
1S0228-1, JIS B 0203,1S07/1

1 Inspection Testing: API598, EN 12266

FEATURES:

9 200PSI/PN16

™ Investment Casting

¥ PED97/23/EC(C€0035) Approved

I Casting Approved AD2000-W0

™ Thread:ASME B1.20.1 BS21.DIN2999/259,
1S0228-1,JIS B 0203,1SO7/1

I Inspection Testing: AP1S98,EN12266

DIMENSION TABLE

@
N ® o
\ i
® (=
..\‘“
N2 \
® N
\\‘- = <
N,
o N - f
’/& DNZ| /
® L
oB L]

I 1
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Co01
DISK CHECK VALVE

Xg =L E]iE 3PC 3#&x77( 1 [0][

FEATURES:

I 200PSI/PN16

I Investment Casting

1 Precise Grinding

1 PED97/23/EC( C€0035) Approved
I8 Casting Approved AD2000-W0

I Inspection Testing:API598,EN 12266

FEATURES:

1 1000PSI/PN63

 Investment Casting

I Precise Grinding

W PED97/23/EC(CE 0035) Approved

I Casting Approved AD2000-W0

B Thread:ASME B1.20.1 BS21.DIN2999/259,
1S0228-1,JIS B 0203,1S07/1

I Inspection Testing: API598 EN12266

DIMENSION TABLE

i\ @ 0 | 6 | 20 50 | 65 [ 80 | 100
\ 4
N E 61|61 |60 |74 |80 95 [101] 114 |136] 126 | 174

=}
—_ MATERIAL LIST
|

_ ITEM | DESIGNATION |
DISC

/ ! | | & 94 1 I BODY | : |
i | cap |  CcFsicrsm

I 3 34
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